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C L A S S I C  P A N E L

HOW TO PROTECT THE PANELS !

• use a good dismantling fluid
• alternate the exposed surfaces
• dismantle as soon as possible after use
• clean immediately after use


• protect from sunlight and damp 
• preserve with the dismantling fluid 

TECHNICAL CHARACTERISTICS

• weight per square meter 12,5 kg 
• thickness 27 mm (DIN tolerance)
• standard width cm. 50 (DIN tolerance)
• standard length (DIN tolerance)
  100/150/200/250/300 cm.

CONSTRUCTION CHARACTERISTICS

• the best wood choise

• accurate drying

• humidity resistant melaminic glue
   adhesion (AW100)

• melaminic resin covered surface

• three layer construction

• airtight framed edges

The classic panels are the result of the most advanced technology.
The forests are not infinite; do your best to ensure a
lasting life of the panels, it's an ecological duty!

M  O  L  D     P  A  N  E  L  S
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edilpadoan®w h e r e  y o u  c a n  f i n d  o u r  p r o d u c t s

wholsale in your area :

This is only a advertising depliant. Legnotre can modify any products.

a s s e m b l y    o f    a    m o l d    w i t h    s p a c e r s

On  one  side  (preferably external)  put  a  frame
made  of  a  horizontal  board   and  vertical   joist 
(10x5) between the top end of one panel and   
the next.         

Attach the top ends of  the panels to the vertical 
joist  with  a  nail. 
For  the  easy  insertion of the spacers leave
about a  2 mm. gap between one panel and the
one above. 

Insert the spacers according to the interval
suggested  in  the  table. 
Fix the  spacers with stirrups  and wedges on the 
back of the mold. For window  and  door openings 
mold as desired.

As  the  panels  are kept  in place with  stirrups 
and spacers,  with no joist or nails, it’s easy to 
assemble the internal walls. 
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F o r  p a r t i c u l a r  c a s e s  a s k  f o r  o u r  K I T  c a t a l o g u e

ASK FOR OUR DETAILED
KIT SYSTEM CATALOGUE




